AUG-04-06 05:29PM FRDM-Msrchant & Gould 6123329081 T-148 P. 004/009 F-077 



U.S. Patent Application Serial No. 10/525,620 
Reply to Office Action dated April 4, 2006 

Amendment s to the Claims: 

This listing of claims will replace all prior versions and listings of claims in the 
application: 

Listing of Claims: 

I . (Currently Amended) Dispensing device for drinks or similar dosable liquid foodstuffs 
comprising: 

a plurality of supply means for supplying a specific foodstuff or a mixture of 

specific foodstuffs; 

a filling mechanism for filling a container with a predetermined amount of a 
specified foodstuff or mixture of foodstuffs; 

an identification means comprising at least one sensor for detecting at least one of 
shape characteristics and weight of containers that differ from one another hut that are all 
designed to be filled with a foodstuff for subsequent consumption from the container, and 
adapted to send out an identification signal that specifies the patfiettlaf container detected; 
anH a prnpramm able memory in which at least one of amount signals and choice signals 
corresponding to the identification signal are stored, for sp ecifying the foodstuffs; 

a valve mechanism adapted such that in response to the identification signal it the 
valve mechanism puts at least one of the supply means in communication with the filling 
mechanism, so that the container can be filled with a predetermined amount of the 
specified foodstuff or mixture of foodstuffs[,]iand 

learning means with a manually actuatable dispensing contro l for dispensing a 
foodstuff into a container and for storing in the memory data r elating to at least one of the 
amount and state of filling in dependence on the identificati on signal: wherein the, 
learning means provides for entering into the device specification data for a specific 
foodstuff in dependence on th e identification signal, 
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2. (Cancelled) 

3 . (Previously Presented) Dispensing device according to Claim 1 , wherein the identification 
means comprises reading means to read information attached to the container, 

4. (Previously Presented) Dispensing device according to Claim 1 , wherein the identification 
means is adapted to send out a start signal, which releases the valve mechanism for filling 
the container when the container is in a predetermined position with respect to the filling 
mechanism. 

5. (Previously Presented) Dispensing device according to Claim 1, wherein a manually 
actuatable start switch is provided to send out a start signal that causes a filling process to 
begin. 

6. (Previously Presented) Dispensing device according to Claim 1 , wherein the filling 
mechanism is adapted to fill simultaneously two containers with the specified foodstuff, 
the identification means is designed to send out position signals, and the filling 
mechanism is controlled so that either one or two containers are fiDed, depending on how 
many axe present, 

7. (Currently Amended) Dispensing device for drinks or similar dosab le liouid foodstufiEs 
comprising: 

a plurality of supply means for supplying a specific foodstuff or a mixture of 

specific foods tuffs: 

a filling mechanism for filling a container with a predetermined amount of a 
specified foodstuff or mixture of foodstuffs; 
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I'Hpnrifiratirm mean s comprising at least one sensor for d etecting at least one of 
shape characteristics and weight of containers that diff er from one another but that are all 
desi gned to be filled with a foodstuff for subsequent co nsumption from the container, and 
ada pted to send out an identification signal that specifi es the container detected; and 

a valve mechanism adapted such that in response to the identi fication signal it 
puts at least one of the supply means in communicatio n with the filling mechanism, so that 
the container can be filled with a pre determined amount of the specified foodstuff or, 
mixture of foodstuffs: 

Dispensing devico aooording to Cloim -h: wherein the identification means e omprisos 
comprise a filling-state sensor by moans of which it is possibly to specify a maximal 
filling state to which the container is to be filled with the foodstuff. 

8-9. (Cancelled) 
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